SONY: ■“ 

Video monitor 

PVM-411 

An assembly of four 4” monochrome monitors 

for 19” standard rack mounting 





Features 

• Specially designed as a camera monitor for a surveiilance system or a video studio with 
multiple camera installation 

• External sync input connectors for versatile applications 

• High resolution 

• BNC connectors for simple and speedy cable connections 

• Multiple monitor connection can be possible 

• Can be mounted into a 19” EIA standard rack 





Specifications 

Video system: 

CCiR(525iines, eOfieids) 

Power requirements: 

AC 120V, 50/60 Hz 

Power consumption: 

56W 

Picture tube: 

10cm (4”), visibie picture size 9cm (3.7”), 
measured diagonally, 50-degree deflection 

Video input: 

Non composite; 0.7Vp-p ±6dB, positive, 75 ohms 
Composite; 1.0Vp-p ±6dB, Sync negative, 75 ohms 

Video output: 

Loop-through with 75-ohm terminator 

Sync input: 

4.0Vp-p ±6dB, negative, 75 ohms 

Sync output: 

Loop-through with 75-ohm terminator 

Dimensions: 

Approx. 483(W) X 1 33(H) X 41 Omm(D) (1 9 X 5 '/, X 1 6%”) 

Weight: 

Approx. 14.2 kg (31 lb 5 oz) 


'Design and specifications are subject to change without notice. 
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